
Sun-er
Sensore radio 

senza fili per il sole e 
la temperatura
Wireless radio

sun and temperature 
sensor

Caratteristiche tecniche / Technical features 

CODICE
CODE

MODELLO
TYPE

DESCRIZIONE
DESCRIPTION

ALIMENTAZIONE
POWER SUPPLY

FREQUENZA DI TRASMISSIONE
OPERATING FREQUENCY

GRADO DI PROT.
PROT. DEGREE

TEMPO DI FUNZ.TO
OPERATING TEMP.

PESO 
WEIGHT

IMBALLO 
PACKAGE

2212123 Sun-er Sensore radio senza fili per il sole e la temperatura 
Wireless radio sun and temperature sensor

1 pila al litio 3 Vdc 280 mAh - tipo “CR2430” 
1 lithium battery 3 Vdc 280 mAh - type “CR2430”

433,42 MHz IP 31 0 + 60° C 32 g 1 pz/pc

Colori / Colours
Bianco / White �

Ø 55 19

Download Manuale d'uso
Instruction manual

Sun-er sensore radio senza fili per il sole e la temperatura:
• è stato progettato per funzionare con tapparelle e tende oscuranti interne.
• consente il funzionamento automatico di una o più tapparelle o tende oscuranti
   in relazione all'intensità luminosa e alla temperatura dell'ambiente.
• è compatibile con tutti i motori e i controlli radio ASA.

Sun-er wireless radio sun and temperature sensor:
• it was designed for rolling shutters and internal screens
• it allows the automatic functioning of one or more rolling shutters and screens according

to sunlight and room temperature.
• it is compatible with all ASA radio motors and remote controls.
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Radio technology RTW
Sun-er: Sensore senza fili per il sole e la temperatura / Wireless sun and temperature sensor




